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Interior Halls and WallsREFLECTED CEILING PLAN - 4th Floor

1/8" = 1'- 0"

PARTIAL RCP FOURTH FLOOR 5

1/8" = 1'- 0"

PARTIAL RCP FOURTH FLOOR 6

1/8" = 1'- 0"

PARTIAL RCP FOURTH FLOOR - WEST CORRIDOR1 1/8" = 1'- 0"

PARTIAL RCP FOURTH FLOOR 2

MATCH LINE
"A"

MATCH LINE
"B"

MATCH LINE
"B"

MATCH LINE
"C"

MATCH LINE
"E"

MATCH LINE
"D"

"West End
of Corridor"

"East End
of Corridor"

MATCH LINE
"A"

1/8" = 1'- 0"

PARTIAL RCP FOURTH FLOOR 3
1/8" = 1'- 0"

PARTIAL RCP FOURTH FLOOR - EAST CORRIDOR4

MATCH LINE
"C"

MATCH
LINE "D"

MATCH LINE
"E"

(E) Gypsum Board
Soffit is to  be painted.

(E) Gypsum Board Soffit is to  be
painted on all exposed surfaced.

(E) Suspended Ceiling - replace all
acoustical tiles, grid is to remain.

Vertical  Suspended
Ceiling along this line.

Vertical  Suspended
Ceiling along this line.

Vertical  Suspended
Ceiling along this line.

Vertical  Suspended
Ceiling along this line.

(E) Suspended Ceiling - replace all
acoustical tiles, grid is to remain.

(E) Suspended Ceiling - replace all
acoustical tiles, grid is to remain.

MATCH LINE
"F"

(E) Suspended Ceiling - replace all
acoustical tiles, grid is to remain.

"West End of
Corridor"

MATCH LINE
"A"

"East End
of Corridor"

MATCH LINE
"E"

MATCH LINE
"D"MATCH LINE

"B"

'South End
of Corridor'

MATCH LINE
"C"

BID ITEM # 1

CEILING DEMOLITION PLAN GENERAL NOTES:
1. DISMOUNT AND RETAIN CEILING MOUNTED ITEMS INCLUDING EXISTING LIGHTING FIXTURES.  PRESERVE

THESE ITEMS FOR RE-INSTALLATION (I.E. EXIT LIGHTS, ESCUTCHEONS, BEAUTY RINGS, SIGNS,
CURTAIN/CURTAIN TRACK, SMOKE DETECTORS, CAMERAS, SPEAKERS, ETC.).  WORK INVOLVING EXIT LIGHTS,
SPEAKERS, SMOKE DETECTORS, CAMERAS SHALL BE COORDINATED WITH THE COTR AND MUST REMAIN IN
OPERATION THROUGHOUT THE DURATION OF THE PROJECT.

2. REMOVE AND DISPOSE OF CEILING TILES.  EXISTING CEILING GRID TO REMAIN UNALTERED AND UNDAMAGED.
REPAIR CEILING GRID AS NEEDED.

3. MIRRORS, DIFFUSERS, AND RETURN GRILLES SHALL REMAIN UNDAMAGED AND UNALTERED.
4.    EXISTING LIGHTING FIXTURES TO REMAIN.  FOLLOW LOCKOUT/TAGOUT PROCEDURES.  PROVIDE TEMPORARY

LIGHTING AS NEEDED.
5.     ALL WORK SHALL BE PERFORMED IN CONFORMANCE WITH THE LATEST VERSION OF NEC.

(E) Suspended Ceiling - replace all
acoustical tiles, grid is to remain.

(E) Lighting Fixtures to remain.

(E) Lighting Fixtures to remain.

(E) Lighting Fixtures to remain.

(E) Lighting Fixtures to remain.
(E) Lighting Fixtures to remain.

(E) Lighting Fixtures to remain.


